
Minimum Vibration for Maximum Performance
Active, semi-active, and passive Fabreeka solutions

PA-DEL II

ISOModA

� Settling time - 200-300 ms�

� Isolation performance - Isolation starts below 1 Hz, -5 dB at 1 Hz, and 
reaches > 40 dB at 10 Hz�

� Load capacity - 220-2200 lbs

ISOTablA

4+ units to be synced together

� BUS communication - EtherCAT is an example�

� Better isolation and lower settling time than PAL system alone�

� Higher architecture is needed for the system minimum & laptop to run softwar�

� Settling time - 25% faster than compared to PAL with mechanical leveling valv�

� Isolation performance - lower natural frequency than PAL with mechanical valve�

� Load capacity - 120 to 75,000 lbs per isolator 

� Settling time - 200-300 ms�

� Isolation performance - isolation starts at 1.5 Hz and reaches > 30 dB at 10 Hz �

� Load capacity - 0 to 175 lbs, 0- 350 lbs 

Smart system featuring a minimum of 3 PAL integration units that control 
through BUS communication and level out shifting centers of gravity.

Self-leveling unit 

Applications Semiconductor manufacturing and inspection 

Active  (Power Source Only)

Semi-active  (compressed air + power source) 

Applications Extended range of functionality (eg, aerospace & construction), similar to PAL

Applications Scientific research and measurement

HIGH-TECH ISOLATION SOLUTIONS
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PAL

PLM

� Settling time – 2 seconds �

� Isolation performance - Standard PAL isolators have vertical natural 
frequencies from 1.5 to 2.7 Hz�

� Load capacity - 120 to 75,000 lbs per isolator

� Settling time - 1 secon�

� Isolation performance - 5 hz - +14 Hz�

� Load capacity - 100 lbs to 19,200 lbs per isolator

Only compressed air is needed, a minimum of 3 units is required

Low-frequency vibration and shock isolators while leveling, a 
minimum of 3 units is required

Applications Mechanical for foundation isolation, dyno testing, and medical uses

Applications Testing Equipment

Passive   (only compressed air, pneumatic)  

Vibration Mitigation Solutions
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